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General data
The 19" wall enclosure from EFB-Elektronik in white is designed for space-saving wall mounting and combines 8 U with
a very low installation depth. The pre-assembled steel construction with swivel frame supports flexible installation
situations for compact network and IT components.

• 8U for vertical or horizontal installation – Allows flexible assembly despite low installation depth.
• Swivel frame with 180° swivel 3U plane – Simplifies access and alignment with changing mounting requirements.
• Enclosure lid with viewing window and hinged and snap-in design – Facilitates visual inspection and supports secure
closure.

In terms of technical design, the housing combines a powder-coated steel construction with IP20 protection and
passive ventilation. Pre-punched ventilation openings and cable routing support clean integration of the cables, while
the mounting level at the front and the compact depth of 146 mm are designed for space-saving applications.
Earthing is provided and the load capacity of 30 kg is suitable for light to medium installations in controlled indoor
areas.
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Technical details
• Number of doors: 1
• Degree of protection: IP20
• Type of ventilation: passive
• With earthing: Yes
• With roof panel: Yes
• With front door: Yes
• With side panels: Yes
• Mounting level: front
• Scope of delivery: 1x cabinet, 1x key
• Packaging: 1 carton
Technical properties
Cabinet Series 19" Wall Housimg vertical 3+5U, pre-assembled

Cable entry roof/floor 3 x on the back, 1 x 50 x 100 mm at the top, 2 x 70 x 100
mm left/right

Degree of protection IP20
Demountable True
Installation depth min. - max. 1 x 360 / 340 / 300 + 5 x 80 mm
Material Steel
Model With swing frame
Modular spacing 482,6 mm (19 inch)
Mounting level Front side
Number of cartons 1
Number of doors 1
PHC replaceable front door No
Packaging 1 carton
Scope of delivery 1x Cabinet, 1x keys

Structure/Use
Wall mounting depth only 150 mm, 3U for vertical or 5U
for horizontal installation, 3U level swivels 180°, housing
cover with viewing window, hinged, snap-in and lockable,
pre-cut ventilation openings, pre-cut cable guides

Surface finishing Powder coating
Type of profile rail L-shaped
Type of ventilation Passive
With earthing True
With front door True
With roof plate True
With sidewall True
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Available variants

ArtNr. Bezeichnung Colour Depth Height Max.
Load

Number of
height
units

Width RAL-number

691703V 19“ Wall Housing 3U Vertical + 5U
Horizontal, RAL7035 grey 146 mm 475 mm 30 kg 8 U 537 mm 7035

691703VTS 19“ Wall Housing 3U Vertical + 5U
Horizontal, RAL9005 Black 146 mm 475 mm 30 kg 8 U 537 mm 9005

691703VWS 19" Wall Housing 3U Vertical + 5U
Horizontal, RAL9010 white 146 mm 475 mm 30 kg 8 U 537 mm 9010

Note on Intended Use

This data sheet is intended solely to describe the technical characteristics of the product. It does not replace an assessment of the product’s suitability for a
specific application. The user is responsible for ensuring that the product is used in accordance with its technical specifications and applicable legal and
regulatory requirements.


